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 Datasheet Sallegra® Touch Easy 10” Panel 
 
 

 

 
 
Sallegra® Touch Easy 10” Panel 
 

• Touch panel for Sallegra® automation and IP door 
communication 

• Embedded Alexa functions (voice support) 
• Motion detection 
• Remote maintenance 
• Enjoy using your favourite apps, such as Netflix, Facebook, 

Instagram, TikTok, Disney+, Youtube, ARD, ZDF, waipu.tv, 
and moore (Google Play Store is not supported). Fees may 
apply 

• Improved dual-band WLAN 
 

 

Technical data: 

Display 25.6 cm (10.1") large Full HD 

Display resolution 1902 x 1200 with over 2 million pixels (224 ppi) 

Storage space 32 GB or 64 GB (expandable up to 1 TB) 

Processor Octa-Core, 2.o GHz and 2 GB RAM  

Battery life Up to 12 hours 

Connection USB-C 

Connection Improved dual-band WLAN 

Camera 2MP front-facing camera with 720p HD video recording and motion detection 

Housing Aluminium 

Mounting Supplied ready for wall mounting 

Scope of delivery 
1x touch panel, 1x aluminium frame, 1x ribbon cable, 1x switching power supply,  

1x USB coupling 
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All specifications subject to change without notice or liability to provide changes to prior purchasers. Information and specifications published here are current as of the date of publication of this 
document. We reserve the right to change or modify specifications without prior notice. www.satelco.ch 
* Warranty ex works, normally 24 months, fixed at order. Information is current as of the date of publication. Subject to errors and modifications. / NOTE: Internal connections refer to connections inside 
the unit, generally mounted across a pin-header. External connections refer to those outside the box. Once mounted, only connections described as “front accessible” can be accessed by the customer. 
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