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Sheet of options for 
Satelco® Exclusive Line IP Video-Aussensprechstelle 

 

 

 
All specifications subject to change without notice or liability to provide changes to prior purchasers. Information and specifications published here are current as of the date of publication 
of this document. We reserve the right to change or modify specifications without prior notice. www.satelco.ch 

 

Overview of front plate material and colour 

The strong appearance such as gloss and light effects cannot be reproduced here. 

Aluminium Transparent anodised (standard) 

 

 BAG03 polished, anodised gold 

 

 
‘Wrought iron’ - hammered, spray-galvanised,  

with patina 
 

 ‘Antik’ – sand blasted, spray-galvanised, with patina 

 

 ‘Colinal’- black anodised 

 

 
IGP powder coated signal white RAL9003 

(weatherproof and UV compatible) 
 

Stainless steel Brushed 

 

Brass High-gloss polished, clear coated 

 

 High-gloss polished, chromium-plated 

 

 Sanded, bronzed, matt varnish 

 

 High-gloss polished, décor gold-plated 

 

 

Dimension Front Plate 285 x 95 x 4 mm (standard), other dimensions on request 

  

Thickness Front Plate Aluminium 4 mm 

 Brass 4 mm 

 Stainless steel 3 mm 

Number of buttons max.up to 16 Drucktaster (standard with 2 pushbuttons + 2 nameplates) 

Camera Available without colour camera (standard with colour camera) 
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